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overflow adaptor 86.1
Part number: 671394
GTIN: 4001636671394
Rebate group: 10

Description:
overflow adaptor 86.1
conforming to DIN EN 1253
for gravity drainage, used with type 62, 64 drains or type 630 raising piece

specification:
- height adjustable 28 - 68 mm
- lockable
- domed grate, secured

material:
polypropylene, UV-stabilized

Flow rates tested to DIN EN 1253:
Nominal
diameter

DN 70
DN 100
DN 125
DN 150
DN 70
DN 100

Min. flow
rate accor-
ding to norm

10.00 l/s
10.00 l/s
10.00 l/s
10.00 l/s
10.00 l/s
10.00 l/s

Water le-
vel accor-
ding to
norm
35.00 mm
35.00 mm
45.00 mm
45.00 mm
35.00 mm
35.00 mm

Flow rate
at water
level 5
mm
0.80 l/s
0.90 l/s
0.90 l/s
0.90 l/s
0.70 l/s
0.90 l/s

Flow rate
at water
level 15
mm
3.60 l/s
3.80 l/s
3.80 l/s
3.70 l/s
3.90 l/s
3.70 l/s

Flow rate
at water
level 25
mm
5.90 l/s
6.40 l/s
6.20 l/s
6.50 l/s
6.10 l/s
6.40 l/s

Flow rate
at water
level 35
mm
8.70 l/s
9.10 l/s
9.10 l/s
9.30 l/s
8.80 l/s
8.90 l/s

Flow rate
at water
level 45
mm
12.10 l/s
12.20 l/s
12.10 l/s
12.80 l/s
11.10 l/s
12.10 l/s

Flow rate
at water
level 55
mm
14.80 l/s
15.80 l/s
15.70 l/s
16.50 l/s
15.00 l/s
15.90 l/s

Flow rate
at water
level 65
mm
15.00 l/s
20.10 l/s
20.00 l/s
21.50 l/s
17.50 l/s
20.10 l/s
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